
Comfortable and energy-efficient LED solutions for all applications
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Design: EER Architectural design, 
Belgium
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 U7 - slim recessed luminaires
	 Luminaire luminous flux: up to 5050 lm
	Luminaire luminous efficacy: up to 85 lm/W
	UGR: ≤ 19
	Available light distributions: 3
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 R7 - slim design, high efficiency
	 Luminaire luminous flux: up to 5100 lm
	Luminaire luminous efficacy: up to 86 lm/W
	UGR: ≤ 19
	Available light distributions: 3 	 Design: EER Architectural design, Belgium
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Design: EER Architectural design, Belgium
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 Kardó 60 LED
	 with LED+LENS™ technology
	 with continuous diffuser

	 Luminaire luminous flux: up to 2000 lm
	Luminaire luminous efficacy: up to 82 lm/W
	UGR: ≤ 19
	Available light distributions: 2
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 E1 LED - IP65, maximum sustainability
 Luminaire luminous fl ux: up to 4300 lm
 Luminaire luminous effi  cacy: up to 72 lm/W
 UGR: ≤ 19
 Available light distributions: 3

114850 ETAP BROCHURE LIGHT & BUILDING_v2.indd   30 30/03/12   09:12



114850 ETAP BROCHURE LIGHT & BUILDING_v2.indd   31 30/03/12   09:12



 E7 - light line systems for large spaces
 Luminaire luminous fl ux: up to 12000 lm
 Luminaire luminous effi  cacy: up to 81 lm/W
 UGR: ≤ 19
 Available light distributions: 4
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BELGIUM HEADQUARTERS

ETAP NV 

Antwerpsesteenweg 130

2390 Malle  

Tel. +32 (0)3 310 02 11 

Fax +32 (0)3 311 61 42 

info.be@etaplighting.com

GERMANY

ETAP Beleuchtung, NL der ETAP NV

Maybachstraße 31 

51381 Leverkusen 

Tel. +49 (0)2171/7075-5

Fax +49 (0)2171/7075-75 

info.de@etaplighting.com 

EXPORT

ETAP Export Department

Antwerpsesteenweg 130

B-2390 Malle - BELGIUM

Tel. +32 (0)3 310 02 11

Fax +32 (0)3 311 61 42 

export@etaplighting.com

www.etaplighting.com
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